OAQ SOURCE SPECIFIC OPERATING AGREEMENT |\~ o of air Quality — Permits Branch

OA-05: Abrasive Cleaning Operations (326 IAC 2-9-5) 100 N. Senate Avenue, MC 61-53, Room 1003

State Form 53442 (9-07) Indianapolis, IN 46204-2251

INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT Telephone: (317) 233-0178 or

Toll Free: 1-800-451-6027 x30178 (within Indiana)
Facsimile Number: (317) 232-6749

Reset Form www.in.gov/idem/permits/air/index.html

e The purpose of this form is to identify all of the source specific operating agreement requirements for 326 IAC 2-9-5.

o Detailed instructions for this form are available online at www.in.gov/idem/permits/air/apps/instructions/oa05instructions.html.

e All information submitted to IDEM will be made available to the public unless it is submitted under a claim of confidentiality. Claims
of confidentiality must be made at the time the information is submitted to IDEM, and must follow the requirements set out in
326 IAC 17.1-4-1. Failure to follow these requirements exactly will result in your information becoming a public record, available
for any one to inspect and photocopy.

Part A: Source Description

Part A identifies the source and describes the nature, design capacity, and typical operating schedule of the source.

1. Source Description:

2. Sourcewide Design Capacity
(specify units of measure).

3. Operation Schedule: hours per day days per week weeks per year

Part B: Operating Agreement

Part B certifies that the operation qualifies for the source specific operating agreement.

4. Operating Agreement

] | have reviewed the requirements under 326 IAC 2-9 and have determined that the
proposed operation qualifies for a source specific operating agreement (SSOA) under this
rule.

Name (typed) Title

Signature Date

Part C: Compliance Details

Part C identifies the obligations for compliance with the requirements of 326 IAC 2-9-5.

[ 11 will comply with the requirements of 326 IAC 2-9-5 by carrying out the following set of
requirements.

Process Limitations: 326 IAC 2-9-5 (2), (3) and (4)

e All abrasive cleaning operations shall be totally enclosed.

e Emissions of particulate matter shall not exceed one-hundredth (0.01) grain per actual cubic foot per minute.
o Air flow shall not exceed forty thousand (40,000) actual cubic feet per minute.

Record Keeping Requirements: 326 IAC 2-9-5(5)

The source shall maintain records on the types of air pollution control devices used at the source and the operation
and maintenance manuals for those devices.
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